


Locate posts as required

with the bottom plate

1/2” from the edge of the

deck (a greater distance

from edge may be

required on some decks

so that post anchoring

screws can attach to solid

wood under deck 

surface). (see Fig. 1)

Install Posts at this 

time with only 1 long 

hex-head screw provided.

(see Fig. 1, 2, and 3)

This will allow enough 

movement in post to allow

installation of top rail.

(see Step 3) 

(see also Fig. 1A optional

picket corner in place of 

corner post).

Starting at one end of 

a section, snap spacer 

over top and bottom 

openings (use rubber 

mallet as necessary).

Install picket as 

per Fig. 6 and repeat 

procedure until last 4 

pickets are left. Install 

remaining pickets as a 

group (without spacers 

in between) and spread 

out and snap in 

remaining spacers.

NOTE: the last spacer will likely have to be cut to size.

Also Note: Picket Spacing should not exceed 4”.

Install wall or post 

brackets as required.

(See Fig. 4 and Fig. 5)

Measure distance between posts deduct 1/2” and cut 

top rail section.

NOTE: top and bottom rail with gasket can be cut at same

time.We recommend at this time to drill a 3/16” hole every

2 - 3 ft. in bottom rail to allow water drainage. Install top

rail securing one end only 

using small screws 

provided with post.At

this time check to ensure

posts are perpendicular 

to deck surface, and

install remainder of post

screws and caps.

(use exterior silicone

“non-corrosive” caulking

in screw holes for 

waterproofing). Secure

other end of top rail.

Install bottom rail with

legs in rough position,

approximately every 

36”- 48” (see fig. 6) Secure

both ends using small

screws provided with

post. Space bottom rail

legs evenly between posts

and secure with long 

hex-head screws. Repeat

procedure every section.
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Replace pre-installed picket gasket with glass gasket in both

top and bottom rails. Install the larger of the two gaskets in

the top rail and the smaller in the bottom. When placing the

glass panels into position, first place top edge of glass into

the top rail gasket, then swing bottom edge of glass into 

bottom rail gasket and slide downward. (see Fig.7)

NOTE: Recommended

width of glass panel 

sizes should be 2” less 

than the distance 

between the posts for 

ease of installation.

Glass thickness must be

5mm (1/4” in U.S.) and 

tempered as per 

building code.Optional Picket
Corner Assembly

APPROXIMATE POSTSPACING

Picket approximately 6’ - 8’
Glass approximately 4’ - 6’

Consult manufacturer for layout and 
design recommendations for engineered 
installations. Additional fees will apply.
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